
INSTALLATION INSTRUCTIONS | O2CD 2C/2N 0-10V Track
 Luminaire Installation

The important safeguards and instructions here are not meant to cover all possible conditions and situations that may occur. 
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Mechanical Fixing Lever
Locks Luminaire in Track

Circuit Selector
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• WARNING: RISK OF FIRE AND ELECTROCUTION
• WARNING: TO AVOID FIRE, SHOCK OR DEATH, disconnect power at circuit 

breaker before installing or servicing device
• READ AND SAVE THESE INSTRUCTIONS FOR LATER USE
• Product should be installed by a qualified electrician
• All electrical connections must be in accordance with local and National Electrical 

Code (NEC) standards. 
• Product must be mounted in locations and at heights and in a manner consistent 

with its intended use, in compliance with National Electrical Code and local codes 
and where it will not readily be subject to tampering by unauthorized personnel

IMPORTANT SAFETY INSTRUCTIONS:
• Dry Location Only
• Wear rubber soled shoes and work on a sturdy wooden or non-conductive ladder
• Double check all connections and screws, ensuring they are tight and correct
• Most dwellings built before 1985 have supply wire rated at 60°C
• Supply conductors (power wires) connecting the fixture must be rated at minimum 

of 90°C
• Installing contrary to instructions may cause unsafe conditions
• If the product has any visible damage do not install it
• Call the Technical Support department at ConTech Lighting with any installation 

questions: 847.559.5500

INSTALLING AND REMOVING LUMINAIRES

To reduce the risk of fire and electric shock, use only fixtures marked for 
use with ConTech Lighting O2CD 0-10V Dimming Track System. 
Luminaires with an adapter are factory wired and can not be field 
modified. DO NOT slide the adapter down the track; it will damage the 
connectors and cause faulty lighting. Luminaire must be taken out of track 
and then placed into its desired location.

1. Align the ridge on the fixture adapter with the groove on the track.
2. Push the adapter into the track till it snaps into place.
3. Turn the mechanical fixing lever clockwise.
4. Select the desired circuit with the circuit selector knob.
5. To remove the adapter from track, select the “0” position (OFF) before 

turning the mechanical fixing lever counterclockwise. Pull from fixing 
lever end.


